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Important notice: 
The data and information in this documentation  

have been made up with the utmost care.  
Although everything was done to keep the  

information included in this volume up-to-date 
 and correct at the date of publishing,  

we cannot guarantee that it is absolutely free of faults.  
 
 
 
 

© STRACK LIFT AUTOMATION GmbH 
Lise-Meitner-Straße 2, 42489 Wülfrath (Germany) 

phone +49 2058 89328-0 
fax +49 2058 89328-200 

HOTLINE: +49 2058 89328-360 
support.opto@strack-lift-automation.de 

www.strack-lift-automation.de 
 
 
 
 

This documantation and the product described in it are protected by copyright for 
 STRACK LIFT AUTOMATION GmbH or their suppliers, and all rights are reserved. 
 In accordance with the copyright, this manual may not be copied, either as a whole 
 or in part, without written permission from STRACK LIFT AUTOMATION GmbH,  

unless it is in the course  of normal use of the product or for making back-up copies. 
 These exceptions do not, however, apply for copies that are made for third parties 

 and are then sold or given in any other way to these third parties. 
 However, the complete set of material (including all back-up copies) that has been 

 purchased  can be sold, given or lent to third parties. According to the legalregulations, 
 translating the material also comes under the definition of copying. 

All rights reserved. 
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Product liability and warranty 
STRACK LIFT AUTOMATION GmbH reserves the right, to rework this product from time to time without prior notice 
and to make any changes on the product that will support the technical progress. Spare parts have to meet the 
technical requirements stipulated by STRACK LIFT AUTOMATION GmbH. This is always granted in the case of 
original spares .  
 
In the case of modifications on the control unit, e.g. if products of other manufacturers are used in connection with the 
control unit, additional hazards may occur that exclude the liability of STRACK LIFT AUTOMATION GmbH for damages 
resulting thererfrom. 
 
Otherwise, the General Terms of Business and Delivery of STRACK LIFT AUTOMATION GmbH shall apply. 
 

Intended usage 
The digital indicator icall-digi7.. is intended exclusively for the signalisation of operational conditions and for the 
emeergency illumination of the lift car in the case of power failure with passenger and goods lifts in accordance with 
TRA200, TRA1300, EN81, lift directive 95/16/EC or other standards specified in the respective order contract. The 
order contract (order forms, acknowledgement of order, electrical diagrams etc.) is an essential constituent for the 
definition of the intended usage. 
All chapters of this operating instruction contain important information regarding the intended usage of the product. 
These chapters apply exclusively to technically qualified personnel that has been specially trained and educated for 
installation, putting into service, maintenance and repair of lifts being erected in accordance with the relevant lift 
standards. The described product may be installed, put into service, maintained and repaired by this catagory of 
personnel only. 
Attention is to be paid that all activities are carried out in observance of the respective legal regulations for work safety. 
For installation observe your national directives for installation and maintenance of lifts (e.g. ZH1/312 for the Federal 
Republic of Germany). 
 
 

Risk assessment 
In order to ensure the fault-free and safe operation of the product, the instructions given in the documentation supplied 
along with the equipment (circuit and connection diagrams, manuals of external components, this manual, etc.) and the 
notes in the operation instructions for the master control regarding the electro-magnetical compatibility are to be strictly 
observed.  
 
It is not allowed to alter the product substantially prior to and after placing on the market by the lift installer, without 
consultation with the manufacturer (STRACK LIFT AUTOMATION GmbH).  
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General description 
The position indicator icall-digi7.. is a programmable one and two digit 7-segment position indicator with large numbers 
of  57mm in height,  with UP-DOWN directional arrows, emergency light panel (switchable between 12V and 24V) and 
buzzer. The indicators can be used in car operating panels and in call panels.  
 
63 floors can be indicated and an extensive set of standard designations is pre-programmed. The activation of the floor 
indication is performed in Gray code. The 7-segment indicators and the UP-DOWN arrow segments are pluggable. 
Thus, various combinations can be performed with one single hardware, as the need arises, e.g. 
 

 one-digit without arrows, with arrows (type „icall-digi71 resp. ...1p“) 
 two-digit without / with arrows (type „icall-digi72 resp. ...2p“) 

 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

143 
134 

73 40 

emerg.light 

arrow segment can 
be plugged into two 

plug sockets  

7-segment indicators  
can be plugged either 
both laterally or one in 

the centre 
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icall-bus connection 
 
If the jumper J3 Pin x has been plugged, the respective function is laid on the icall-Bus.  
If the jumper J3 Pin x has not been plugged, the icall-bus wire can be used for other icall-equipment. 
 

icall- 
bus plug 

terminal no. 

Aktivation Assignment /  
Function 

Remark Current 
consumption / 
mA 

14  + 24V permanent conn. with icall-bus  max. 150 
(10  

+ 10 per 
indicator 
segment) 

13  0V(24) permanent conn. with icall-bus  
12 Jumper J4: Pin 1 or 3 emerg. light 0V permanent conn. with icall-bus  
11 Jumper J4: Pin 1 or 3 emerg. light + (12V or 24V) permanent conn. with icall-bus 25 
10     
9 Jumper J3: Pin 5 buzzer  25 
8  dir. arrow UP permanent conn. with icall-bus 50 

(both arrows = 
37) 

7  dir. arrow DOWN permanent conn. with icall-bus 50 
(both arrows = 

37) 
6 Jumper J3: Pin 4 position indicator Gray-code Bit 5  5 
5 Jumper J3: Pin 3 position indicator Gray-code Bit 4  5 
4 Jumper J3: Pin 2 position indicator Gray-code Bit 3  5 
3 Jumper J3: Pin 1 position indicator Gray-code Bit 2  5 
2  position indicator Gray-code Bit 1 permanent conn. with icall-bus 5 
1  position indicator Gray-code Bit 0 permanent conn. with icall-bus 5 

 
 

Jumper J4 
Bridge 1-2 Bridge 2-3 open 

 
emerg.light 12V 

 
emerg.light 24V 

 
no emerg.light 

function 
 

Terminals 
11+12 can be 
used for other 

purposes 
 
 

Gray-code inputs (0 = open, 1 = +24V) 
 

Level Gray-code-
inputs 

0=open / 1 = + 

Level Gray-code Level Gray-code Level Gray-code 

 Bit 
5 4 3 2 1 0 

 Bit 
5 4 3 2 1 0 

 Bit 
5 4 3 2 1 0 

 Bit 
5 4 3 2 1 0 

63 1 0 0 0 0 0 47 1 1 1 0 0 0 31 0 1 0 0 0 0 15 0 0 1 0 0 0 
62 1 0 0 0 0 1 46 1 1 1 0 0 1 30 0 1 0 0 0 1 14 0 0 1 0 0 1 
61 1 0 0 0 1 1 45 1 1 1 0 1 1 29 0 1 0 0 1 1 13 0 0 1 0 1 1 
60 1 0 0 0 1 0 44 1 1 1 0 1 0 28 0 1 0 0 1 0 12 0 0 1 0 1 0 
59 1 0 0 1 1 0 43 1 1 1 1 1 0 27 0 1 0 1 1 0 11 0 0 1 1 1 0 
58 1 0 0 1 1 1 42 1 1 1 1 1 1 26 0 1 0 1 1 1 10 0 0 1 1 1 1 
57 1 0 0 1 0 1 41 1 1 1 1 0 1 25 0 1 0 1 0 1 9 0 0 1 1 0 1 
56 1 0 0 1 0 0 40 1 1 1 1 0 0 24 0 1 0 1 0 0 8 0 0 1 1 0 0 
55 1 0 1 1 0 0 39 1 1 0 1 0 0 23 0 1 1 1 0 0 7 0 0 0 1 0 0 
54 1 0 1 1 0 1 38 1 1 0 1 0 1 22 0 1 1 1 0 1 6 0 0 0 1 0 1 
53 1 0 1 1 1 1 37 1 1 0 1 1 1 21 0 1 1 1 1 1 5 0 0 0 1 1 1 
52 1 0 1 1 1 0 36 1 1 0 1 1 0 20 0 1 1 1 1 0 4 0 0 0 1 1 0 
51 1 0 1 0 1 0 35 1 1 0 0 1 0 19 0 1 1 0 1 0 3 0 0 0 0 1 0 
50 1 0 1 0 1 1 34 1 1 0 0 1 1 18 0 1 1 0 1 1 2 0 0 0 0 1 1 
49 1 0 1 0 0 1 33 1 1 0 0 0 1 17 0 1 1 0 0 1 1 0 0 0 0 0 1 
48 1 0 1 0 0 0 32 1 1 0 0 0 0 16 0 1 1 0 0 0 - 0 0 0 0 0 0 



 
STRACK LIFT AUTOMATION GmbH, Lise-Meitner-Straße 2, 42489 Wülfrath (Germany) 
phone +49 2058 89328-0, fax -200, www.strack-lift-automation.de, sales@strack-lift-automation.de 
 

Page 6 of 10 

Position indicator standard assignment 
Jumper J2 

0 1 2 3 4 5 6 7 8 1+2 1+3 1+4 1+5 1+6 1+7 1+8 
                

58 59 60 61 62 63 58 59 60 61 61 62 59 60 61 62 
57 58 59 60 61 62 57 58 59 60 60 61 58 59 60 61 
56 57 58 59 60 61 56 57 58 59 59 60 57 58 59 60 
55 56 57 58 59 60 55 56 57 58 58 59 56 57 58 59 
54 55 56 57 58 59 54 55 56 57 57 58 55 56 57 58 
53 54 55 56 57 58 53 54 55 56 56 57 54 55 56 57 
52 53 54 55 56 57 52 53 54 55 55 56 53 54 55 56 
51 52 53 54 55 56 51 52 53 54 54 55 52 53 54 55 
50 51 52 53 54 55 50 51 52 53 53 54 51 52 53 54 
49 50 51 52 53 54 49 50 51 52 52 53 50 51 52 53 
48 49 50 51 52 53 48 49 50 51 51 52 49 50 51 52 
47 48 49 50 51 52 47 48 49 50 50 51 48 49 50 51 
46 47 48 49 50 51 46 47 48 49 49 50 47 48 49 50 
45 46 47 48 49 50 45 46 47 48 48 49 46 47 48 49 
44 45 46 47 48 49 44 45 46 47 47 48 45 46 47 48 
43 44 45 46 47 48 43 44 45 46 46 47 44 45 46 47 
42 43 44 45 46 47 42 43 44 45 45 46 43 44 45 46 
41 42 43 44 45 46 41 42 43 44 44 45 42 43 44 45 
40 41 42 43 44 45 40 41 42 43 43 44 41 42 43 44 
39 40 41 42 43 44 39 40 41 42 42 43 40 41 42 43 
38 39 40 41 42 43 38 39 40 41 41 42 39 40 41 42 
37 38 39 40 41 42 37 38 39 40 40 41 38 39 40 41 
36 37 38 39 40 41 36 37 38 39 39 40 37 38 39 40 
35 36 37 38 39 40 35 36 37 38 38 39 36 37 38 39 
34 35 36 37 38 39 34 35 36 37 37 38 35 36 37 38 
33 34 35 36 37 38 33 34 35 36 36 37 34 35 36 37 
32 33 34 35 36 37 32 33 34 35 35 36 33 34 35 36 
31 32 33 34 35 36 31 32 33 34 34 35 32 33 34 35 
30 31 32 33 34 35 30 31 32 33 33 34 31 32 33 34 
29 30 31 32 33 34 29 30 31 32 32 33 30 31 32 33 
28 29 30 31 32 33 28 29 30 31 31 32 29 30 31 32 
27 28 29 30 31 32 27 28 29 30 30 31 28 29 30 31 
26 27 28 29 30 31 26 27 28 29 29 30 27 28 29 30 
25 26 27 28 29 30 25 26 27 28 28 29 26 27 28 29 
24 25 26 27 28 29 24 25 26 27 27 28 25 26 27 28 
23 24 25 26 27 28 23 24 25 26 26 27 24 25 26 27 
22 23 24 25 26 27 22 23 24 25 25 26 23 24 25 26 
21 22 23 24 25 26 21 22 23 24 24 25 22 23 24 25 
20 21 22 23 24 25 20 21 22 23 23 24 21 22 23 24 
19 20 21 22 23 24 19 20 21 22 22 23 20 21 22 23 
18 19 20 21 22 23 18 19 20 21 21 22 19 20 21 22 
17 18 19 20 21 22 17 18 19 20 20 21 18 19 20 21 
16 17 18 19 20 21 16 17 18 19 19 20 17 18 19 20 
15 16 17 18 19 20 15 16 17 18 18 19 16 17 18 19 
14 15 16 17 18 19 14 15 16 17 17 18 15 16 17 18 
13 14 15 16 17 18 13 14 15 16 16 17 14 15 16 17 
12 13 14 15 16 17 12 13 14 15 15 16 13 14 15 16 
11 12 13 14 15 16 11 12 13 14 14 15 12 13 14 15 
10 11 12 13 14 15 10 11 12 13 13 14 11 12 13 14 
9 10 11 12 13 14 9 10 11 12 12 13 10 11 12 13 
8 9 10 11 12 13 8 9 10 11 11 12 9 10 11 12 
7 8 9 10 11 12 7 8 9 10 10 11 8 9 10 11 
6 7 8 9 10 11 6 7 8 9 9 10 7 8 9 10 
5 6 7 8 9 10 5 6 7 8 8 9 6 7 8 9 
4 5 6 7 8 9 4 5 6 7 7 8 5 6 7 8 
3 4 5 6 7 8 3 4 5 6 6 7 4 5 6 7 
2 3 4 5 6 7 2 3 4 5 5 6 3 4 5 6 
1 2 3 4 5 6 1 2 3 4 4 5 2 3 4 5 
0 1 2 3 4 5 E 1 2 3 3 4 1 2 3 4 
-1 0 1 2 3 4 U1 E 1 2 2 3 E 1 2 3 
-2 -1 0 1 2 3 U2 U1 E 1 1 2 U1 E 1 2 
-3 -2 -1 0 1 2 U3 U2 U1 E E 1 U2 U1 E E 
-4 -3 -2 -1 0 1 U4 U3 U2 U1 U E U4 U3 U2 U1 
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J2 
2+3 2+4 2+5 2+6 2+7 2+8 3+4 3+5 3+6 3+7 3+8 4+5 4+6 4+7 4+8 

               
62 62 62 62 62 62 63 63 63 63 63 63 63 59 60 
61 61 61 61 61 61 62 62 62 62 62 62 62 58 59 
60 60 60 60 60 60 61 61 61 61 61 61 61 57 58 
59 59 59 59 59 59 60 60 60 60 60 60 60 56 57 
58 58 58 58 58 58 59 59 59 59 59 59 59 55 56 
57 57 57 57 57 57 58 58 58 58 58 58 58 54 55 
56 56 56 56 56 56 57 57 57 57 57 57 57 53 54 
55 55 55 55 55 55 56 56 56 56 56 56 56 52 53 
54 54 54 54 54 54 55 55 55 55 55 55 55 51 52 
53 53 53 53 53 53 54 54 54 54 54 54 54 50 51 
52 52 52 52 52 52 53 53 53 53 53 53 53 49 50 
51 51 51 51 51 51 52 52 52 52 52 52 52 48 49 
50 50 50 50 50 50 51 51 51 51 51 51 51 47 48 
49 49 49 49 49 49 50 50 50 50 50 50 50 46 47 
48 48 48 48 48 48 49 49 49 49 49 49 49 45 46 
47 47 47 47 47 47 48 48 48 48 48 48 48 44 45 
46 46 46 46 46 46 47 47 47 47 47 47 47 43 44 
45 45 45 45 45 45 46 46 46 46 46 46 46 42 43 
44 44 44 44 44 44 45 45 45 45 45 45 45 41 42 
43 43 43 43 43 43 44 44 44 44 44 44 44 40 41 
42 42 42 42 42 42 43 43 43 43 43 43 43 39 40 
41 41 41 41 41 41 42 42 42 42 42 42 42 38 39 
40 40 40 40 40 40 41 41 41 41 41 41 41 37 38 
39 39 39 39 39 39 40 40 40 40 40 40 40 36 37 
38 38 38 38 38 38 39 39 39 39 39 39 39 35 36 
37 37 37 37 37 37 38 38 38 38 38 38 38 34 35 
36 36 36 36 36 36 37 37 37 37 37 37 37 33 34 
35 35 35 35 35 35 36 36 36 36 36 36 36 32 33 
34 34 34 34 34 34 35 35 35 35 35 35 35 31 32 
33 33 33 33 33 33 34 34 34 34 34 34 34 30 31 
32 32 32 32 32 32 33 33 33 33 33 33 33 29 30 
31 31 31 31 31 31 32 32 32 32 32 32 32 28 29 
30 30 30 30 30 30 31 31 31 31 31 31 31 27 28 
29 29 29 29 29 29 30 30 30 30 30 30 30 26 27 
28 28 28 28 28 28 29 29 29 29 29 29 29 25 26 
27 27 27 27 27 27 28 28 28 28 28 28 28 24 25 
26 26 26 26 26 26 27 27 27 27 27 27 27 23 24 
25 25 25 25 25 25 26 26 26 26 26 26 26 22 23 
24 24 24 24 24 24 25 25 25 25 25 25 25 21 22 
23 23 23 23 23 23 24 24 24 24 24 24 24 20 21 
22 22 22 22 22 22 23 23 23 23 23 23 23 19 20 
21 21 21 21 21 21 22 22 22 22 22 22 22 18 19 
20 20 20 20 20 20 21 21 21 21 21 21 21 17 18 
19 19 19 19 19 19 20 20 20 20 20 20 20 16 17 
18 18 18 18 18 18 19 19 19 19 19 19 19 15 16 
17 17 17 17 17 17 18 18 18 18 18 18 18 14 15 
16 16 16 16 16 16 17 17 17 17 17 17 17 13 14 
15 15 15 15 15 15 16 16 16 16 16 16 16 12 13 
14 14 14 14 14 14 15 15 15 15 15 15 15 11 12 
13 13 13 13 13 13 14 14 14 14 14 14 14 10 11 
12 12 12 12 12 12 13 13 13 13 13 13 13 9 10 
11 11 11 11 11 11 12 12 12 12 12 12 12 8 9 
10 10 10 10 10 10 11 11 11 11 11 11 11 7 8 
9 9 9 9 9 9 10 10 10 10 10 10 10 6 7 
8 8 8 8 8 8 9 9 9 9 9 9 9 5 6 
7 7 7 7 7 6 8 8 8 8 8 8 8 4 5 
6 6 6 6 5 5 7 7 7 7 7 7 6 3 4 
5 5 5 4 4 4 6 6 6 6 6 5 5 2 3 
4 4 3 3 3 3 5 5 5 5 4 4 4 1 2 
3 2 2 2 2 2 4 4 4 3 3 3 3 0 1 
1 1 1 1 1 1 3 3 2 2 2 2 2 -1 0 
E E E E E E 2 1 1 1 1 1 1 -2 -1 

U1 U1 U1 U1 U1 U1 E E E E E E E -4 -3 
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J2 
5+7 5+8 6+7 6+8 7+8 1+2 

+3 
1+2
+4 

1+2
+5 

1+2
+6 

1+2
+7 

1+2
+8 

1+3
+4 

1+3 
+5 

1+3 
+6 

1+3 
+7 

1+3
+8 

                
62 62 62 62 62 62 62 63 63 63 63 63 63 63   
61 61 61 61 61 61 61 62 62 62 62 62 62 62   
60 60 60 60 60 60 60 61 61 61 61 61 61 61   
59 59 59 59 59 59 59 60 60 60 60 60 60 60   
58 58 58 58 58 58 58 59 59 59 59 59 59 59   
57 57 57 57 57 57 57 58 58 58 58 58 58 58   
56 56 56 56 56 56 56 57 57 57 57 57 57 57   
55 55 55 55 55 55 55 56 56 56 56 56 56 56   
54 54 54 54 54 54 54 55 55 55 55 55 55 55   
53 53 53 53 53 53 53 54 54 54 54 54 54 54   
52 52 52 52 52 52 52 53 53 53 53 53 53 53   
51 51 51 51 51 51 51 52 52 52 52 52 52 52   
50 50 50 50 50 50 50 51 51 51 51 51 51 51   
49 49 49 49 49 49 49 50 50 50 50 50 50 50   
48 48 48 48 48 48 48 49 49 49 49 49 49 49   
47 47 47 47 47 47 47 48 48 48 48 48 48 48   
46 46 46 46 46 46 46 47 47 47 47 47 47 47   
45 45 45 45 45 45 45 46 46 46 46 46 46 46   
44 44 44 44 44 44 44 45 45 45 45 45 45 45   
43 43 43 43 43 43 43 44 44 44 44 44 44 44   
42 42 42 42 42 42 42 43 43 43 43 43 43 43   
41 41 41 41 41 41 41 42 42 42 42 42 42 42   
40 40 40 40 40 40 40 41 41 41 41 41 41 41   
39 39 39 39 39 39 39 40 40 40 40 40 40 40   
38 38 38 38 38 38 38 39 39 39 39 39 39 39   
37 37 37 37 37 37 37 38 38 38 38 38 38 38   
36 36 36 36 36 36 36 37 37 37 37 37 37 37   
35 35 35 35 35 35 35 36 36 36 36 36 36 36   
34 34 34 34 34 34 34 35 35 35 35 35 35 35   
33 33 33 33 33 33 33 34 34 34 34 34 34 34   
32 32 32 32 32 32 32 33 33 33 33 33 33 33   
31 31 31 31 31 31 31 32 32 32 32 32 32 32   
30 30 30 30 30 30 30 31 31 31 31 31 31 31   
29 29 29 29 29 29 29 30 30 30 30 30 30 30   
28 28 28 28 28 28 28 29 29 29 29 29 29 29   
27 27 27 27 27 27 27 28 28 28 28 28 28 28   
26 26 26 26 26 26 26 27 27 27 27 27 27 27   
25 25 25 25 25 25 25 26 26 26 26 26 26 26   
24 24 24 24 24 24 24 25 25 25 25 25 25 25   
23 23 23 23 23 23 23 24 24 24 24 24 24 24   
22 22 22 22 22 22 22 23 23 23 23 23 23 23   
21 21 21 21 21 21 21 22 22 22 22 22 22 22   
20 20 20 20 20 20 20 21 21 21 21 21 21 21   
19 19 19 19 19 19 19 20 20 20 20 20 20 20   
18 18 18 18 18 18 18 19 19 19 19 19 19 19   
17 17 17 17 17 17 17 18 18 18 18 18 18 18   
16 16 16 16 16 16 16 17 17 17 17 17 17 17   
15 15 15 15 15 15 15 16 16 16 16 16 16 16   
14 14 14 14 14 14 14 15 15 15 15 15 15 15   
13 13 13 13 13 13 13 14 14 14 14 14 14 14   
12 12 12 12 12 12 12 13 13 13 13 13 13 13   
11 11 11 11 11 11 11 12 12 12 12 12 12 12   
10 10 10 10 10 10 10 11 11 11 11 11 11 11   
9 9 9 9 9 9 9 10 10 10 10 10 10 10   
8 8 8 8 8 8 8 9 9 9 9 9 9 9   
7 7 7 7 7 7 6 8 8 8 8 8 8 8   
6 6 6 6 6 5 5 7 7 7 7 7 7 6   
5 5 5 5 4 4 4 6 6 6 6 6 5 5   
4 4 4 3 3 3 3 5 5 5 5 4 4 4   
3 3 2 2 2 2 2 4 4 4 3 3 3 3   
2 1 1 1 1 1 1 3 3 2 2 2 2 2   
0 0 0 0 0 0 0 2 1 1 1 1 1 1   
-1 -1 -1 -1 -1 -1 -1 0 0 0 0 0 0 0   
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Programming of a special position indicator 
 
Character set 
 

Character Segments Binary-Data Hex Data 
u cde 0001 1100 1C 
U bcdef 0011 1110 3E 
S acdfg 0110 1101 6D 
P abefg 0111 0011 73 
o cdeg 0101 1100 5C 
O abcdef 0011 1111 3F 
L def 0011 1000 38 
i e 0001 0000 10 
I bc 0000 0110 06 
H bcefg 0111 0110 76 
G acdefg 0111 1101 7D 
F aefg 0111 0001 71 
E adefg 0111 1001 79 
c deg 0101 1000 58 
C adef 0011 1001 39 
A abcefg 0111 0111 77 
- g 0100 0000 40 
9 abcfg 0110 0111 67 
8 abcdefg 0111 1111 7F 
7 abc 0000 0111 07 
6 cdefg 0111 1100 7C 
5 acdfg 0110 1101 6D 
4 bcfg 0110 0110 66 
3 abcdg 0100 1111 4F 
2 abdeg 0101 1011 5B 
1 bc 0000 0110 06 
0 abcdef  0011 1111 3F 

 
Segment-designation of a  
      7-Segment indicator 
 

                 a 
 
 
 
f                                    b 
           
                 g 
 
 
 
e                                   c 
 
 
 
                 d 
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Store layout 
 

 Jumper J2:   1+3+7 Jumper J2:   1+3+8 
 Decimal Units Decimal Units 

Level Hex 
Data 

Ad-
ress 
Hex 

Hex 
Data 

Ad-
ress 
Hex 

Hex 
Data 

Ad-
ress 
Hex 

Hex 
Data 

Ad-
ress 
Hex 

63  5160  1160  6160  2160
62  5161  1161  6161  2161
61  5163  1163  6163  2163
60  5162  1162  6162  2162
59  5166  1166  6166  2166
58  5167  1167  6167  2167
57  5165  1165  6165  2165
56  5164  1164  6164  2164
55  516C  116C  616C  216C
54  516D  116D  616D  216D
53  516F  116F  616F  216F
52  516E  116E  616E  216E
51  516A  116A  616A  216A
50  516B  116B  616B  216B
49  5169  1169  6169  2169
48  5168  1168  6168  2168
47  5178  1178  6178  2178
46  5179  1179  6179  2179
45  517B  117B  617B  217B
44  517A  117A  617A  217A
43  517E  117E  617E  217E
42  517F  117F  617F  217F
41  517D  117D  617D  217D
40  517C  117C  617C  217C
39  5174  1174  6174  2174
38  5175  1175  6175  2175
37  5177  1177  6177  2177
36  5176  1176  6176  2176
35  5172  1172  6172  2172
34  5173  1173  6173  2173
33  5171  1171  6171  2171
32  5170  1170  6170  2170
31  5150  1150  6150  2150
30  5151  1151  6151  2151
29  5153  1153  6153  2153
28  5152  1152  6152  2152
27  5156  1156  6156  2156
26  5157  1157  6157  2157
25  5155  1155  6155  2155
24  5154  1154  6154  2154
23  515C  115C  615C  215C
22  515D  115D  615D  215D
21  515F  115F  615F  215F
20  515E  115E  615E  215E
19  515A  115A  615A  215A
18  515B  115B  615B  215B
17  5159  1159  6159  2159
16  5158  1158  6158  2158
15  5148  1148  6148  2148
14  5149  1149  6149  2149
13  514B  114B  614B  214B
12  514A  114A  614A  214A
11  514E  114E  614E  214E
10  514F  114F  614F  214F
9  514D  114D  614D  214D
8  514C  114C  614C  214C
7  5144  1144  6144  2144
6  5145  1145  6145  2145
5  5147  1147  6147  2147
4  5146  1146  6146  2146
3  5142  1142  6142  2142
2  5143  1143  6143  2143
1  5141  1141  6141  2141

 

Programming of special character sets 
 
You need an Eprom-roaster with Hex-editor. 
Program an Eprom 27C256, starting adresse 
0000h. For the basis, you may read out the 
standard Eprom used in the indicator and 
complete it in the respective memory cells. 
 
Example: 
 
You need an indicator for a lift with 6 floors as 
follows: 
 
Floor 6:   6 
Floor 5:   5 
Floor 4:   3 
Floor 3:  -1 
Floor 2:   L 
Floor 1:   S 
 
In this case you may plug Bit 1,3 und 7 on 
jumper J2. Hereby, you will activate the memory 
area 1140h to 117Fh for the units and the 
memory area 5140h to 517Fh for the decimals 
as shown in the opposite table. 
 
Therefore fill-in the following into the memory 
cells, by means of  your Hex-editor: 

6  5145 7C 1145 
5  5147 6D 1147 
4  5146 4F 1146 
3 40 5142 06 1142 
2  5143 38 1143 
1  5141 6D 1141 

 
You now will find the indications: 
with Gray-code 1  = „S“  
with Gray-code 2 =  „L“ 
with Gray-code 3 =  „-1“  
etc. 


