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Important note:

The data and information in this documentation have been
compiled with greatest care. Although everything has
been done to make the information contained in this
document up to date and correct at the time of publication,
no guarantee can be given that it is completely without any
errors.

© STRACK LIFT AUTOMATION GmbH
Lise-Meitner-Str. 2, 42489 Walfrath (Germany)
phone +49 2058 89328-0
HOTLINE: +49 2058 89328-40
support@liftnet.org

www.liftnet.org

This manual and the product described therein are subject to proprietary protection for
STRACK LIFT AUTOMATION GmbH or its suppliers, with all rights reserved.
According to the copyright protection laws, this manual or parts thereof may not be
copied without the consent of STRACK LIFT AUTOMATION GmbH in writing, except
within the scope of normal utilisation of the product or for making backup copies.
However, this exception regulation does not extend to copies made for third parties and
sold or otherwise handed over to them. However, the entire acquired material (including
the backup copies) can be sold, left or lent to third parties. According to the legal
conditions, making a translation also falls under the definition of copying.

All rights reserved.
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Symbols and
meaning
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1 Safety instructions

1.1 Understanding of symbols and meaning and safety instructions

The symbols and their meaning listed in the following apply to the document on hand.

Fond/symbol Meaning

Includes special information and useful tips concerning the
work with the Ex-LTU?

Note
Danger warnings are designated with this danger sign. It
points out existing danger of accident entailing personal
injury or property damage if the corresponding safet
Important Injury or property gel ponding y

instructions are not complied with.

1.2 Product liability and Warranty

STRACK LIFT AUTOMATION GmbH reserves the right to revise and modify the product from time to
time without prior notice. The operation of this product is not permitted in the USA and countries with
similar legal provisions. Otherwise the General Terms and Conditions of Trade and Delivery of
STRACK LIFT AUTOMATION GmbH apply.

1.3 Assembly and operating personnel

All chapters of this operating manual include important information for the intended use of the
product. These chapters are intended for technically authorised personnel, specially trained to install,
repair and commission of lift systems, installed according to the relevant lift directives. | must be
ensured that all activities are carried out according to the respective statutory provisions of industrial
safety. During installation comply with the relevant accident prevention precautions as well as the
provisions concerning safety measures while installing and maintaining lift systems.

Please observe also the assembly provisions for electrical equipment in explosion hazard areas of
the EU country where the system is installed.

The installation requires two persons (technician /assistant).

1.4 Risk evaluation

The knowledge and technical realisation of the safety instructions included in this documentation is a
prerequisite for a defect-free product. However, this documentation cannot take into account all
details of any possible case occurring during the installation. Therefore, an element of risk of human
failure remains as in any other case. This documentation is intended to limit this residual risk to a
minimum.

1.5 Operational safety

In order to ensure a trouble-free operation of the system the instructions contained in the diagrams
and plans supplied with the system and the notes on electro-magnetic compatibility in these
operating instructions must be observed.
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2 Intended use

The Ex-LTU? safety light grid was developed as a replacement for car doors in freight lifts with a
travel speed of up to 0.85 m/s, but it can also be used as a normal light grid, e.g. to reverse an
explosion-proof automatic lift door, as described here in this operating manual.

All parts of the Ex-LTU? that are intended for installation on or in the car may also be used in the
shaft or at shaft entrances and in Ex zones 1, 2, 21 and 22.

The Ex-LTU? bears the CE mark and can be used in all member states of the European Community
(note the different installation regulations for electrical systems in potentially explosive areas of the
individual states).

The Ex-LTU? can be integrated into any Ex lift system (observe Ex classification).

The connection of the light grid is identical for lifts with two door sides. Only one control unit is
required.

2.1 Numeric code of the individual Ex components

Rating plates as defined by the ATEX directive are attached to the individual Ex components Ex-LM
(light-barrier modules) and Ex-LGW (light grid transformer unit). The type designation included here
is structured as follows:

Ex-

Type designation e.g.:

LM light-barrier module
LGW light curtain transformer unit

Alternative housing

1 housing of the light-barrier modules
4 housings of the light curtain
transformer unit

Number of light-barrier modules in the

housing
0 for an housing 1
N for the housing 4 the N stands

for the number of light-barrier modules
accommodated in the housing
(max. 14 pieces admissible).
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2.2 Identifications according to ATEX

The following identifications are used:
Light-barrier module Ex-LM
The modules of the individual light-barriers may only be operated within the Ex area, if they are

accommodated in the transformer unit Ex-LGW because they are not resistant against all
environmental influences (impact, oil, ...) in themselves.

(=] =

Ex-LM.1.0

12VDC MFD: 13/2019
Zindschutzart mop is

Light grid transformer unit Ex-LGW

The rating plate is located on the outer side wall of the unit. A unit with the following rating plate must
always be operated within an Ex area:

/N STRACK B ¢ € y1s
VE—_/ LIFT AUTOMATION [u]

Ex-LGW.4.09  S/N:10.00000 MFD:15/2019
BVS 03 ATEX E 225 0°C <= Ta <= +40°C

I 2G Ex eb mb op is IIC T4 Gb
I1 2D Ex mb th op is lIC T130°C Db IP65

2.3 Environmental influences

The Ex-LTU? is designed for use in a standard industrial environment. In case corrosive
atmospheres or high humidity are to be expected, it must be clarified prior to the installation, if the
operation of the Ex-LTU? is possible. It is known that the operation can be impaired in manufacturing
plants in which plasticizing agents are manufactured.
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3 Scope of services

e resistant to exterior light up to 80000 Lux constant light
e completely pluggable with plug-and-socket connectors immune to vibration
e each individual light beam is controllable without auxiliary aid

e the emergency operation in case of failed light beams can be activated by
technician

e monitoring of the full car height up to 3.27 meter with 14 light beams

e assembly kits for a quick installation and adjustment of the sensor strips (optional)
e drilling template

e manual testing device "OptoControl" as an adjustment aid (optional)

e visible red light beams in darkened rooms

e scratch-resistant antistatic lenses thus less soiling of the lenses

e potential-free outputs

e outputs for red-green lamps in the car as a load control device

e 5 meters connection cables of the sensor strips

e patented Ex technology with light, narrow sensor strips

e economical due to high reliability
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4 Installation

Overview
Ex-LTU?
for one
door side ST
(51
[}
o
Ex-LTU? control unit Control system of the lift
(51
o
[}

No hazardous area

)

Transformer
unit on the
car roof

Suspension cable

(0]

(0]

Sensor strip A |; 0
Sensor stripB | ©

Hazardous area
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Overview
Ex-LTU?

for lifts with
2 door sides

Ex-LTU? control unit

Control system of the lift

P Suspension cable

No hazardous area

Hazardous area
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4.1 Special notes

e Do not expose the transformer unit and the light-barrier modules to direct sunlight or
place them next to heavy-duty heaters since this can trigger internal
overtemperature safeguards starting at about 70 °C. The modules are then
irreparably destroyed!

e Protect the apertures of the transmission diodes and receiving transistors at the
light-barrier modules from soiling. At the time of the delivery short fibre optic cable
(FOC) pieces are plugged into the apertures which should only be removed
immediately before connecting the sensor strips.

e Protect the FOC ends of the sensor from damage and soiling. Remove membrane
put over the ends at the time of the delivery only when the FOC bundle has been
inserted through the heavy-gauge conduit thread screwed connection size 16 into
the transformer unit and is about to be connected.

e Do not bend FOC bundles sharply or intensely! Min. bending radius 10 cm! Do not
step on FOC bundles or squeeze them.

e Do not shorten FOC bundles. In case a shortening is unavoidable take a razor
blade and make a clean and straight cut through the individual FOCs (this may
reduce the range of transmission).

e Push the FOCs firmly into the apertures of the transmission diodes or the receiving
transistors since otherwise the optical connection is too weak.

¢ Do not tighten the cap nuts of the transmission diodes or the receiving transistors
too much. A torn thread means a light-barrier module that can no longer be
repaired.

e Close heavy-gauge conduit thread screwed connections with the plugs included in
the delivery.

Important No intrinsically safe electric circuits may be connected to the transformer unit because the
spaces to the not intrinsically safe electric circuits cannot be met. However, also intrinsically safe
units can be connected to the Ex-LTU? control unit, if the electric circuits are laid separately from the
appropriate "safety barriers" of the Ex-LTU2.

4.2 Operational earthing

Important the operating voltage 12 VDC is earthed on a single side and secured separately in order
to detect defective ground-faults and to prevent an uncontrolled start-up of consumers. Terminal x1.3
must be connected to the protective earth of the lift system as shown in the wiring diagrams included
in the delivery.
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4.3 Control unit

The dimensions of the control units are the same for all Ex-LTU? versions. Lifts with two door sides
only require one control unit.

Important the control unit is hung up with screws (preferable M8 thread) to one wall on the four
fastening bars outside the Ex area and preferably next to the lift control system.

Dimensions <5
control unit in
the engine room

1
« 450
« 400 R
A\
% N
0/ |
©
Qg 9
Qg g
< 0
jt \4
©
\//Z’/,y

Door opening to the right
door attachable to either side
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4.4 Transformer unit

The transformer unit is Ex protected and mounted onto the car roof. The dimensions of the
transformer unit are the same for all Ex-LTU? versions. For lifts with two door sides two transformer

units are required. A specific mounting position is not specified.

6,5,

Dimensions [
transformer unit ; < 310 R
o 262 N
on the car - % B ;[_"
iy
REE
Rating plate
i
(i
® ® i
o
g
® ® /{
Setup of the [0]

transformer unit
Connection of the fibre

optic cable (FOC)

Transmitter ,S* —
Light-barrier

£ modules

\% =]

Receiver ,E* —
Transmitter ,S* —
Receiver ,E* —

Terminal box with
terminal strip x6.
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4.5 Sensor strips

The sensor strips are inherently stable. They should be hung up as freely as possible, i.e. if possible
not mounted directly onto a wall. Walls which are not exactly straight can bend the sensor strips
which may then lead to a malfunctioning operation.

The main attachment points are located at the ends of the sensor strips (two through holes of 6.0
mm diameter each). With light grids of 11 to 14 beams an additional attachment option is available at
a height of 1350 mm to prevent a possible mechanical inherent instability of these long sensor strips
during the travel. Since the sensor strips need a slight adjustment at a later date it is helpful to use
M4 screws so the strips still have room to move. With an accurate installation also M5 screws can be
used.

The sensor strips must not be mounted on the moving lift door.
Important It is not admissible to modify the sensor strips mechanically! This includes a possible

reboring of the mounting holes. Such modifications can restrict the safety of the light grid and ends
any warranty or liability of the manufacturer.
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Dimensions

- o 5000
and connection All dimensions in mm
of the
sensor strips L

1
3
| I
I
Anschluss fUr Potentialausgleich,
Y hluss fOr Potential leich
I I I Flachstecker 6,3 mm )
L2 gy © Connection for equipotential
8| bonding, flat plug 6.3 mm
Y
Kanal n -
channel n +250 Sensorleiste A Sensorleiste B
| Sensor bar A Sensor bar B
El4 S14
S13 E13
E12 S12
ST1 El1
E10 S10
S9 E9
E8 S8
Kanal n-1 S7 E7
channel n-1 250
[ 25 E6 $6
S5 ES
E4 S4
- s3 E3
E2 S2
S1 El
S =Sender
S = fransmitter
E = Empfdnger
'é%gqu ,;Q‘e /3 E = receiver
[ 250
Versions
Number of
light beams Length H
Kanal 2 8 1590
channel 2 9 1840
\ 100 10 2090
N 11 2340
Kanal 1 & %0 12 2590
channel 1 - L o 13 2840
! D42 s 14 3090
0 (OKFF)
4,2 X 7,2 J 15
19 24,5
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4.6 Adjustment and testing device OptoControl

The testing device OptoControl is an adjustment and testing aid for the Ex-LTU? sensor strips. The
red light impinging on the sensor is reinforced and shown on the LED display as the relative
luminosity. Thus, it is possible to collect and optimise the diameter, the location and the intensity of
the light beams impinging on the sensor. So, the Ex-LTU? can function perfectly a luminosity
corresponding to two or three LEDs is required. However, it is possible to light up all the LEDs with
the appropriate adjustment.

The voltage is supplied by a 9V monobloc battery. The device is switched on with the push-button
"On" . An automatic mode still keeps the device operating for approx. 45 seconds after the push-
button is released so that also difficult adjustment work can be performed without outside help.

Important! The device is not Ex protected.

The maximum range is 2.5 m.

OptoControl

adjustment and
testing device

(} Light Technical data
S—J Casing: Makrolon
ensor » Protection
T - class: IP33
Supply: 9V monobloc
LED load battery
123 48 indication Dimensions (mm): 127x47x23
Weight: 120g
on
-—.t/sec The push-button “on” switches the device on for
o 4 approx. 45 sec.
z
rs 5
LI S
o &£ 3
— 3 =
2 N-¥
SERyg:
% c . Battery compartment
- m| on the rear
o
@)
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5 Electrical connection

51 Ex-LTU? without edge prevention (simple version)
x3.10 [} Control system Reverse door on the rear (in connection with
automatic shaft doors, contact closed while reversing)
g— x3. 9 J¢— Control system
x3. 8 | Control system Reverse door at the front (in connection with
automatic shaft doors, contact closed while reversing)
L x3. 7 ¢ Control system
Output X3. 6 |HKL.T x5. 21 max.6 W Output for red lamp in the car "Light grid interrupted on
12VDC the rear" (can be used optionally)
Output X3. 5 sl x5. 22 max.6 W Output for green lamp in the car "Light grid clear on the
12VDC rear" (can be used optionally)
Output X3. 4 |HKL.T x5.23 max.6 W Output for red lamp in the car "Light grid interrupted at
12VDC the front " (can be used optionally)
Output X3. 3 |HKL.T x5. 24 max.6 W Output for green lamp in the car "Light grid clear at the
12VDC front " (can be used optionally)
Input x2. 8
(the bridge must be present)
Input x2. 7 x5. 31
(not used)
(+12V) x2. 6 x5. 35 (not used)
Output x2. 5 x5. 46
12VDC
max.10 W (not used)
ov x2. 4] |« x5. 29 | ov
ov x2. 3! x5.29 |
+12V x2. 2| P x5. 28 +12VDC
+12V x2. 1!
x1. 7 Output Safety circuit (safety circuit fuse protection
max. 6A admissible)
—x1. 5
Output closed when the light path is free or, in the
case of lifts with 2 door sides, both light paths are free
(can be used optionally)
x1. 3 Je— Control system Mains supply line PE
x1. 2 J+— Control system Mains supply line N
—E—3x1. 1 |}« Control system Mains supply line L

v 4

oV +12v
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oV +12V
AL
- HK1 I
;ri?tr;? x4.20 x5.20 Fibre optic bundle |
enable,
front side
front -K14 | x4. 14 x5. 14
front -K13 | x4. 13 x5. 13
front -K12 | x4. 12 x5. 12
front -K11 | x4. 11 x5. 11
front -K10 | x4. 10 x5. 10
front -K9 |x4. 9 x5. 9
front -K8 |x4. 8 P x5. 8 front
front -K7 | x4. 7 JH< "\ x5. 7 entrance
front -K6 |x4. 6 P& x5. 6
front -K5 |x4. 5 |« x5. 5
front -K4 | x4. 4 K\ x5. 4
front -K3 |x4. 3 P& x5. 3 -
front -K2 |x4. 2 | X5. 2 I
front -K1 |x4. 1 P x5. 1 4
oV x4. 129 x6.129 |- brown Eximtobi TS L gy :
+12V x4. 128 |82 x6.128 | t
Tr_?tns- x4. 120 |+42 X6.120 |-ivvive
mitter
enable, r r-g.

rear side ) I
rear -K14 | x4. 114

rear -K13 | x4. 113
rear -K12 | x4. 112
rear -K11 | x4. 111
rear -K10 | x4. 110 }-HK
rear -K9 |x4.109 }-HK
rear -K8 |x4.108 }-HK
rear -K7 |x4.107 ¥
rear -K6 |x4.106 [-HKZ..
rear -K5 |x4.105
rear -K4 |x4.104 }-HK
rear -K3 |x4.103 }-H-
rear -K2 |x4.102
rear -K1 | x4.101

rear
entrance

yellow
white
............... brown Ex-LM.1.0 =

: sensor strip B :

Important!
1. Use suspension cable HK1 and HK2 only for Ex-LTU?
2. The potential equalization for the sensor strips must be established, e.g. by connecting the
6.3mm flat plugs on the side to earth using a 4mm? conductor
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6 Commissioning

After the sensor strips have been loosely mounted and the electrical connection carried out the light
grid Ex-LTU? can be commissioned.

Important Ensure that the Ex-LTU? is not permanently operated with an open transformer unit on the

car roof.

6.1  Adjusting the sensor strips

1.

Switching on the voltage

2. Position lift between the floors and switch on inspection

3. (not for assembly kits included in the delivery) loosen the first sensor strip at all

mounting points until the strip can be easily turned 1-2 mm.

Switch on the test and adjustment switch of the control unit at the front panel of the
printed circuit board of the light grid evaluation.

Turn sensor strip slightly until all channels are just switched off (find the switching
limit). When using the assembly kits "Ex-A(H)WAMON" included in the delivery this
can happen at the spring adjustment screw. The circuit state is indicated by the
yellow relay on the printed circuit board of the light grid. The bottom relay (-K1)
represents the bottom light barrier of the sensor strips, the relay (-K2) above the
second light barrier from the bottom, etc.

6. Remember the position of the sensor strip

7. Turn back the sensor strip. At least every second of the yellow relays should pick up.

Turn on until all channels are off again.

8. Remember the position of the sensor strip

9. Now turn the sensor strip back to the centre position of both positions. This now

represents the ideal switching point. Remember exactly the position and tighten the
screws in exactly this position (without using the assembly kits maybe washers
have to be used).

10.For lifts with 2 door sides repeat the sequence for the opposite sensor strip.

11.Switch off the test and adjustment switches again.
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6.2 The most common problems

Symptom

Light grid interrupts off and on during travel

Possible cause

Adjustment is "marginal”

1. The sensor strips have not been adjusted 100%.
2. If the car is loaded unevenly, the car will twist for other
reasons during travel or the sensor strips will start

slight oscillation, this can lead to an unintended
interruption.

3. The sensor strips were mounted with direct normally-
closed contact to the car wall. The car wall has been
battered (e.g. by a forklift)

Solution Check adjustment, if possible with the testing device type
"OptoControl" (Caution: the "OptoControl" is not Ex
protected).

Symptom The yellow relays of the printed circuit board LTUE

associated with the individual light beams have all
picked up but the printed circuit board does not
switch to alert. Relays -K17 to -K19 have dropped out.

Possible cause

Switch "Test / adjustment” is not switched off.

Solution

Deactivate switch

Symptom

The printed circuit board LTUE has only picked up
every second yellow relay.

Possible cause

One of the two sensor strips is twisted

Solution

If the relays -K1, -K3, -K5... have picked up, check the
adjustment of sensor strip B.
If the relays -K1, -K3, -K5... have picked up, check the
adjustment of sensor strip A.
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7 Ex-LTU? internal

7.1 Number of light beams and emergency operation

The printed circuit boards type LTUE for the light grid evaluation must always correspond to the
number of light beams of the connected sensor strips. There is one red jumper (short-circuiting link)

per light beam on the printed circuit boards. Depending on the position it is plugged in the light beam
is active or inactive.

If the light beam is
active the jumper .

must be plugge d ODUUODUDOUDQUJOOOUOOODOOO 4 QOQOOOUGOD000000000000000
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(position 2 open!)
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Important If a light beam failed it can be deactivated by plugging the jumper from position 1 in
position 2. The lift continues its travel in the "Emergency operation". However, the actual error (pair
of sensor strips is defective, out of alignment, contaminated, etc.) should be rectified as quickly as

possible since an inactive light beam certainly presents a monitoring gap and increases the risk of an
accident.
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7.2

Printed circuit board "Main printed circuit board HP_E"

(not used)

Relay ,Autom
start-up*:

Must always be

tripped during
operation.

atic

Secondary fuse

protection of t
power supply
slow

he
3.15A

Primary fuse
protection of tl
power supply
2A slow

Attention: 230VAC

he

type LTUE

type LTUE

type DUM-ZONE

Jumper ,compatibility“:
(only with units as of 2006)

top = compatible to HP_C or LTUE_C
bottom = standard (compatible to LTUE_D /_E)

(not used)

1 = slot 1 for printed circuit board
2 = slot 2 for printed circuit board

3 = slot 3 for printed circuit board

Display of the internal
voltage supply 12VDC

(not used)

(not used)

Standard
assignment:
Jumper position
up

@ = slot 4 (not used)

@ = slot 5 for plug bridge with
lifts with only one access
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7.3  Printed circuit board "Light grid evaluation LTUE_E "

The printed circuit board includes the evaluation of a pair of sensor strips. Thus lifts with 2 door sides
are equipped with two pieces. On the board the red jumpers (short-circuiting links) have to be
adjusted to the respective number of available light beams of the sensor strips.

Important Incorrectly plugged jumpers can switch individual light beams or even the whole side of
the light grid inactive! Be careful and responsible when handling jumpers. After re-plugging check
each light beam for correct function. For this interrupt each light beam individually to set the lift flush
level. The light grid must interrupt each time (red LED lights up) and switch back to alert after being
released (green LED lights up).

Jumper for light beam 1. With a plugged jumper the red LED: Display side Test-/adjustment

receiver output of the beam of plug J3 or J4 is of light curtain switch switches all

connected to the evaluation relay below interrupted or error opto-transmitters
on. The switching

behaviour of the
receivers can be
checked at the
yellow relays.

Designation of the light beams. 1 means bottom
beam (usually 30 mm above the floor), 2 means next | |green LED: Display
beam up, etc. switched to alert, side
of light curtain clear

000000000000 & Y 000000000000
00000O0OODOOOODOO S 0000OO0ODODOOOOOOC

Safety relay:

If -K17, -K18 are energized and -K19 de-energized, the light path on this
access side is free

Jumper for light beam 1. With a plugged jumper the Fuses for the separate protection of sensitive
evaluation of the light beam is bypassed, i.e. inactive. | |electric circuits, value 0.5 A quick-acting. —
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7.4  Printed circuit board "Auxiliary zone DUM ZONE_E "
(Auxiliary board)

The green LED must light constantly, if the
printed circuit board is plugged correctly
(display of the internal voltage supply)

Display of the
Level flush signal
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8 Technical data

Total system

Supply voltage V 230 +5/-10% 50Hz / N / PE
Current consumption type A 0.1 (0.18 for lifts with 2 door sides)
Prim. fuse protection of power supply | AT 2
Internal signal voltage V 12DC
Sec. fuse protection of power supply | AT 3.15
Ambient temperature °C 0 to +40
Control unit
Protection class acc. to EN 60529 IP 54 (not Ex protected)
Ambient temperature °C 0 to +40
Casing Steel plate painted
Dimensions housing (h x w x d) mm 500x400x250 (without fastening bars)
Power dissipation W 30 max.
Weight kg 10
Connection of all external units screwless terminal strips
Connectable core cross-section mm? 0.08-2.5
Output terminal x1.5 / x1.7 (optionally usable
Switching voltage, max. V 250 (may also be connected to the safety circuit)
Starting / continuous current / current | Amax. | 20/6/6
on breaking
Switching capacity AC12 / AC15 VA max | 1250/ 500
Switching capacity max. DC =
2250 .
2 {
et \
§200
£ \
£ \
2150
8 \
o
é 100
g AN
3 o e
0 1
0.1 03 05 1 10
——— Schaltstrom A / Switching current A
Sicheres Abschalten, kein stehender Lichtbogen, max. 1 Schaltspiel pro Sekunde
Safe disconnection, no sustained arc, max. 1 switching cycle per second
Lichtbogengrenzkurve (Lastgrenzkurve) / Arc limit curve (load limit curve)
Series fuse max. A | the output circuit must be protected with max. 6 A
Transformer unit on the car roof
Protection class acc. to EN 60529 IP 65
Ex protection gas 112G Ex eb mb opis IIC T4 Gb
Ex protection dust 112D Ex mb tb op is lIC T130°C Db IP65
Light-barrier modules
Protection class acc. to EN 60529 IP 65
Ex protection Type of protection m (must only be operated built-into
the transformer housing)
Supply voltage V 12 +5%
Nominal current consumption mA 12
Output voltage V 12.6 max.
Output current mA 30 max.
Connection sensor strips
Type of connection Individual optical fibre plugged directly
Length of the connection cable m 5 (cannot be extended later!)
Optical data of the sensor strips
Surface the lenses Silicate glass
Insensitive against ambient light Lux 80000 (constant light)
Range m 0-4
Arrangement of the light beams Parallel, transmitter/receiver alternating
Size of light spot with 4 meters mm 200
Type of light Impulse-commutated red light
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9 Maintenance

9.1 SAFETY INSTRUCTIONS

The light grid Ex-LTU? can only be used in technically perfect condition. Especially malfunctions
affecting the safety have to be rectified immediately. Keep all documentation included in the delivery
such as manuals and circuit diagrams ready at hand and constantly at the site of operation of the Ex-
LTU?. Keep the documentation always current. This especially applies to modifications of the higher-
ranking lift control system carried out later. Please observe all safety and danger notes of the system
and always keep them legible.

- If there are changes to the environmental influences such as temperature, humidity or a
potentially explosive atmosphere during the operating time of the lift or storage period of the
Ex-LTU? the manufacturer (STRACK must be notified to adjust the system if necessary, to
the new circumstances.

- Only the manufacturer's original spare parts (STRACK) must be used.

- Do not perform repairs on control units or sensor strips independently! These may only be
performed by STRACK specialists from STRACK!

- Ifafuse was tripped the correct function of the Ex-LTU? must be checked again.

A failure to comply with these instructions or changes to the Ex-LTU? can cause additional danger
excluding the liability of the manufacturer for damages resulting from this.

Please observe the provisions concerning work in Ex areas. The terminal box in the transformer unit
on the roof of the car may only be opened when either the system is de-energised or you ensured
that no explosive atmosphere exists.

9.2 General maintenance intervals
The light grid Ex-LTU? is designed and constructed to function largely trouble-free and with low
maintenance.

9.3 Cleaning the sensor strips

According to the degree to which the system is soiled the lenses of the sensor strips must be
cleaned. The surfaces of the lenses consist of silicate glass which is very resistant against scratching
and chemical compounds. However, only clean the lenses with a moist cloth, if necessary, with a
small amount of detergent. Do not use scouring agents and substances corrosive to glass.
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10 Storage

- Only store the units at a temperature of 0 to +40 °C under normal broader storage conditions
for electrical appliances.

- Do not expose the transformer unit and the light-barrier modules to direct sunlight or place
them next to heavy-duty heaters since this can trigger internal overtemperature safeguards
starting at about 70 °C. The modules are then irreparably destroyed!

- Protect the apertures of the transmission diodes and receiving transistors at the light-barrier
modules from soiling. At the time of the delivery short fibre optic cable (FOC) pieces are
plugged into the apertures which should only be removed immediately before connecting the
sensor strips.

- Protect the FOC ends of the sensor from damage and soiling. Do not remove the membrane
put over at the time of the delivery.

- Do not bend FOC bundles sharply or intensely! Min. bending radius 10 cm! Do not step on
FOC bundles or squeeze them.

- Check the condition of the units when removing them from storage. They must not show
heavy soiling, etc.

- As a precaution the solenoids for solenoid switches possibly included in the delivery should
not be brought near pacemakers or similar medical devices (distance < 30 cm) since their
function may be impaired.

11 Packing and disposal

Please make the packing available for recycling. Larger quantities of packing can also be returned to
STRACK.

Electronic parts are hazardous waste. STRACK accepts old STRACK units and disposes of them for
you competently.
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12 EU Declaration of conformity

We hereby declare that the units listed below fully comply with the relevant essential protection
requirements of the listed directives with regard to their design and components as well as in the
version marketed by us in compliance with our circuit and assembly suggestions. The units
complying with this declaration are provided with CE emblem. This declaration becomes invalid
should the unit be modified without our approval.

Type designation Ex-LTU-... incl. controller unit with PCB of version E
incl. transformer unit Ex-LGW... with modules
Ex-LM.1.0

Manufacturing date 2026 / 2027 / 2028 / 2029 / 2030

Short description Safety light grid, but used as a normal light grid, e.g. to

control or open automatic lift doors

Basis are the following directives Lift directive 2014/33/EU
ATEX directive 2014/34/EU
EMC directive 2014/30/EU

Applied standards EN 81-1:1998 + A3:2009

EN 81-2:1998 + A3:2009

EN 81-20:2020

EN IEC 60079-0:2018

EN IEC 60079-7:2015 + A1:2018
EN 60079-18:2015 + A1:2017
EN 60079-28:2015

This explanation is issued by the responsible manufacturer
STRACK LIFT AUTOMATION GmbH

on 10.6.2026

by

Dipl.-Ing. Dirk Strack, Managing Director

=
=

e

Note

The aforementioned STRACK products are exclusively intended for the installation in lifts or the
assembly with other lift parts. The commissioning or distribution within the European Union is only
admissible, if the conformity of the finished product corresponds with the relevant harmonised
directives of the EU.
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13 Certificates

> DEKRA

10

"

12

Translation

EU-Type Examination Certificate
Supplement 1

Change to Directive 2014/34/EU

Equipment intended for use in potentially explosive atmospheres
Directive 2014/34/EU

EU-Type Examination Certificate Number: BVS 03 ATEX E 225

Product: Light barrier module type Ex-LM.1.0
with light grid converter type Ex-LGW.4.*

Manufacturer: STRACK LIFT AUTOMATION GmbH
Address: Lise Meitner-StralRe 2, 42489 Wiilfrath, Germany

This supplementary certificate extends EC-Type Examination Certificate No. BVS 03 ATEX E 225 to
apply to products designed and constructed in accordance with the specification set out in the appendix
of the said certificate but having any acceptable variations specified in the appendix to this certificate
and the documents referred to therein.

The certification body of DEKRA Testing and Certification GmbH, Notified Body number 0158, in
accordance with Article 17 of Directive 2014/34/EU of the European Parliament and of the Council,
dated 26 February 2014, certifies that this product has been found to comply with the Essential Health
and Safety Requirements relating to the design and construction of products intended for use in
potentially explosive atmospheres given in Annex Il to the Directive.

The examination and test results are recorded in the confidential Report No. BVS PP 03.2165 EU.

The Essential Health and Safety Requirements are assured in consideration of:

EN 60079-0:2012 + A11:2013 General requirements

EN 60079-7:2015 Increased Safety “e”
EN 60079-18:2015 Encapsulation “m”
EN 60079-28:2015 Optical Radiation “op is/pr/sh”

If the sign “X” is placed after the certificate number, it indicates that the product is subject to the
Special Conditions for Use specified in the appendix to this certificate.

This EU-Type Examination Certificate relates only to the design and construction of the specified
product.

Further requirements of the Directive apply to the manufacturing process and supply of this product.
These are not covered by this certificate.

The marking of the product shall include the following:

@ 112G Ex eb mb op is lIC T4 Gb
112D Ex mb tb op is llIC T130°C Db

DEKRA Testing and Certification GmbH
Bochum, 14-06-2019

signed: Jorg-Timm Kilisch

Managing Director

Page 1 of 3 of BVS 03 ATEX E 225/ N1
This certificate may only be reproduced in its entirety and without any change
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Certification body: Dinnendahlstr. 9, 44809 Bochum, Germany
Phone +49.234.3696-400, Fax +49.234.3696-401, E-mail DTC-Certification-body@dekra.com
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13 Appendix
14 EU-Type Examination Certificate

BVS 03 ATEX E 225
Supplement 1

15 Product description

181 Subject and type

Light barrier module type Ex-LM.1.0
with light grid converter type Ex-LGW .4 *

The asterisk is replaced by the number of light barrier modules installed inside an enclosure.

D DEKRA

15.2 Description

The light barrier module type Ex-LM.1.0 with light grid converter type Ex-LGW.4.*is used for
monitoring tasks in explosive atmospheres. Up to 14 light barrier modules of the type of
protection Encapsulation m and a separately certified junction and terminal box type
06.162609 (PTB 00 ATEX 1002) of the type of protection Increased Safety e are installed in
a metal enclosure and together form the light grid converter.

Reason for the supplement:

- change to Directive 2014/34/EU

- modification to comply with current version of standards and addition of EN 60079-28
(optical radiation)

- types Ex-RFX.*.* and Ex-HSTG.*.* have been ceased, type names have been modified

- group lll has been added

15.3 Parameters
15.3.1  Supply circuit
Rated voltage DC A2 NA Y

Rated current 12 mA

15.3.2  Output circuit

Output voltage up to DC 126 V
Output circuit up to 30 mA
16 Report Number

BVS PP 03.2165 EU, as of 2019-06-14

Page 2 of 3 of BVS 03 ATEX E 225/ N1
(( DAKKS This certificate may only be reproduced in its entirety and without any change.
Pt DEKRA Testing and Certification GmbH, Handwerkstr. 15, 70565 Stuttgart, Germany
Certification body: Dinnendahistr. 9, 44809 Bochum, Germany
Phone +49.234.3696-400, Fax +49.234.3696-401, E-mail DTC-Certification-body@dekra.com
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17

18

19

Special Conditions for Use

None

Essential Health and Safety Requirements

The Essential Health and Safety Requirements are covered by the standards listed under item 9.

Drawings and Documents

Drawings and documents are listed in the confidential report.

D DEKRA

14460

We confirm the correctness of the translation from the German original.
In the case of arbitration only the German wording shall be valid and binding.

DEKRA Testing and Certification GmbH
Bochum, 2020-08-19
BVS-Hk/Ar E 9680/20

7

Managiﬁg{birectbr
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